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CD Using a plastic mallet, insert the taper plug into the 
taper of the drive pulley with a slight iimpa,ct and 
pl.ace the taper plug flats in a bench vise. 

@ Bend the tabs of the lock plate away from the heads 
of the three 1/4·20 self·tapping ramp plate mountin'g 
screws with a chisel. 

® Remov,e the three ramp plate mounting screws with ,a 
3/8 iinch wrench. Remove the lock pl.ate and th,e three 
fl at washers. 

@ Remove the snap ring from the hub with snap ring 
pUers. If the snap ring is tight, place the spider 
instaHation ,cup aver the hub and onto the snap rin'g 
and hit the ring sharply with a hammer until the snap 
ring loosens. 

(ID Remove the snap ring and the ramp plate. 

@ Disengage the six roller arm return springs whh a flat 
blade screwdriver. 

(J) Bend the Ilock plate tabs .away from the heads ,of the 
three 114-20 arm clamp mounting bolts with a chisel. 

@ Remove the arm clamp mounting bolts witha, 7/16 
inch or 11 mm open end wrench. 

@ Remove the lack tabs, the three arm pivot pin clamps 
and the thr,ee roller arms/spdngs/pins and bushing 
subassemblies. The drive pulley is Inow fuilly disas-
semblied for normal servicing. 

!Fig.3 DRIVE PULLEY DISASSEMBLY 
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Download this Manual

http://www.PDFforLess.com/atv/honda/1981.Honda.Odyssey.FL250.Service.Manual.htm

