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PILLION SEATIREAR COWL 2-2 MUFFLERJEXHAUST PIPE 

SERVICE INFORMATION 
GENERAL 

This section covets removal and installat~on of the body panels and exhaust system 
Always replace the exhaust plpe gaskets after removing the exhaust pipe from the engine 
When ~ns ta l l ~ng  the exhai~st system, loosely install all of the exhaust pipe fasteners. Always t~gh ten  the exhaust clamps 
f ~ ~ s t ,  then tighten rhe niounting fastetiers If you t~gh ten  the mounting fasteners farst, the exhatist p ~ p e  may not seat 
properly. 
Alwavs IrsDect the exhaust svstem for leaks after installation. 

TORQUE VALUES 

Upper cowl stay mounting bolt 
M~cldle cowl pan screw 
Lower LOWI pan screw 
inner panel pan screw 
Inner n i~ddle cowl pan screw 
Rear cowl truss screw 
Pillirm seat bracket rnountlng ho l t , ~~n t  
Pillion seat mounting nut 
Seat r a ~ l  mountmg bolt, 8 mm 
Seat rd11 inountlng bolt, 10 m m  
Pillion step rnountlng socket bolt 
Exhaust pipe 101nt flange nu t  
Exhaust valve cover rnountlng bolt 
E x h d w  valve pulley cover moL1ntlng bolt 

26 N m t2 7 kgf m , 20 lbf ft) 
1 N m (0 15 kgf m ,  1.1 lbf ff) 
1 N.m (0 15 kgf m ,  1.1 lbf.ft) 
1 N In (0 15 kgf m ,  1.1 lhf ft) 
1 N.m (0 15 kgf m ,  I I lhf.ft) 
1 N m (0 15 kgf n?,  1,l ibf ft) 
1 2 N r n ~ 1 2 k g f m , 9 l h f f t )  
10 N m  [ I  05 k g f m ,  8 lbf ft) U nut 
39 N m ( 4  0 kgf m , 29 lbf ft) 
39 N m ( 4  0 kgf m , 29 lbf.ft) 
39 N m (4.0 kgf m ,  29 lbf ft) 
12 N m  (1 2 kgf ni,  9 lbf ft) 
12 N.m I1 2 kgf m ,9 lhf.ft) 
12 N m (1 2 kgf m , 9  lhf ft) 

TROUBLESHOOTING 
Excessive exhaust noise 

Broke11 exhaust system 
Exhaust gas leak 

Poor performance 
9 Di~forrnecl e x h a ~ ~ s t  system 

Exhdust gas leak 
Cloggw niuffler 
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