
13. REAR WHEEL/BRAKE/SUSPENSION 
1 SERVICE INFORMATION 13-1 SHOCK ABSORBER %3-12 1 

TROUBLESHOOTING 13-2 SHOCK LINKAGE 13-15 

REAR WHEEL 13-3 SWING ARM 13-18 

REAR BRAKE 13-9 

SERVICE lNFOl?MATlQ~ 
GENERAL 

m A box of work stand I$ reqwred to support the motorcycle 
0 Use genuine ~uspenaion l~nkage Bnd shuck absorber ptvot/mount bolts. Note instnllat~on direction of the bolts 

- 

The chock ah.rorhw contains ni@urcn under high preybur& Do *of dlowflm nr hmt near the shock absorber. Eefote &sposflI of 

SPECIFICATION 

SERVICE LtMIT 4 
ar wheel runout n 

1 Raar brake drum I.D. 1 130.0 n ~ m  15.1 2 1n1 1 131 .a rntn (5.1 6 1n1 1 

TORQUE VALUES 

Driven sprocket nut 
Rear axle nut 
Brake arm nut 
Shock absorber sprlna lock nut 
Shock absarher upper mount nut 
Shuck absorber lower mount bobt 
Shuck arm-to-shock link nut 
Shock l~nk-to-$w~ng arm nut 
Shock arm-to-frame nut 
Swlng arm pivot nut 

TOOLS 

Special 
Driver shaft 
Needle beat~ng remover 
Bearing remover, 20 mm 
Remover handle 
Remover s l~d~ng weight 

46 N.m (4.6 kg-m, 33 fi-lbl Applv oil to the threads 
95 N m  (9.5 kg-m, 69 ft-lb) 
10 N m  ( 1  .O kg-m, 7 fl-lbl 
90 Nbm (9.0 kg-m, 65 fi-lbl 
75 N-m (7.5 kg-m, 54 ft-lbl 
45 N+m (4.5 kg-m, 32 ft-lbl 
45 N+m (4.6 kg-m, 32 ft-lbl 
45 N+rn 44 5 kq-mc 32 ft-lbl 
45 N-m 14 5 kg-m, 32 ft tbl 
I I 0  N-m (1 I .O kg-m, 80 ft-lbl 
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